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Underwriters Laboratories Inc.e

File EX3645 Vol 1 Issued 11/08/1983
: Revised 05/96/2002

FOLLOW-UP SERVICE PROCEDURE
(TYPE R)

CHEECK VALVES
(HMER, HMER7)

Manufacturer: UNITED BRASS WORKS INC
{(728811-001) 714 S MAIN ST
RANDLEMAN NC 27317

Applicant: SAME AS MANUFACTURER
{728811-001)

Listee: SAME AS MANUFACTURER
(728811-001)

This Procedure authorizes the above Manufacturer to use the marking specified by
Underwriters Laboratories Inc. only on products covered by this Procedure,
in accordance with the applicable Follow-Up Service Agreement.

The prescribed Mark or Marking shall be used only at the above manufacturing location
on such products which comply with this Procedure and any other applicable
requirements.

The Procedure contains information for the use of the above named Manufacturer and
representatives of Underwriters Laboratories Inc. and is not to be used for any other
purpose. It is lent to the Manufacturer with the understanding that it is not to

be copied, either wholly or in part, and that it will be returned to Underwriters
Laboratories Inc. upon reguest.

This PROCEDURE, and any subsequent revisions, is the property of UNDERWRITERS
LABORATORIES INC. and is not transferable.

UNDERWRITERS LABORATORIES INC.

a.9/ Alé/

A.W. Schaefer
Vice President and General Manager
Laboratory Management and Operations

A not-for-profit organization
dedicated to public safety and

roramittad tn camality cervice
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LISTING MARK

The Listing Mark consists of four elements placed in close
proximity and shall appear on Listed products only. Minimum size
is not specified, as long as the Listing Mark is legible. The
following is suggested.

LISTED

{PRODRCT IDENTITY)
X0

XXXX = The control number assigned by UL, 5iL3.

The minimum height of the registered trademark symbol ® shall be

3/64 of an inch. When the overall diameter of the UL Mark is
less than 3/8 of an inch, the trademark symbol may be omitted 1f
it is not legible to the naked eye.

The product identity is: "CHECK VALVE" or "DETECTOR CHECK
VALVE",

The product identity may be omitted if the Mark is directly and
rermanently applied to the product by stamping, molding,
ink-stamping, silk screening or similar process. The product
identity may appear elsewhere on the product if the other three
elements are part of the nameplate which includes the rating or
the catalog or model designation.

Separable Listing Mark (not part of a nameplate and in the form
of decals, stickers or labels) will always include the four
elements.

The complete four element Listing Mark will appear on the
smallest unit container in which the product is packaged when the
product is of such a size that only the UL Symbol can be applied
to the product or when the product size, shape, material or
surface texture makes it impossible to apply legible marking to
the product.

The manufacturer may reproduce the Mark or obtain it from a UL
authorized supplier.

THIS PAGE IS TO BE REVISED BY FUS DEPARTMENT ONLY
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LISTING MARK

The Listing Mark consists of four elements placed in close proximity
and shall appear on Listed products only. Minimum size is not
specified, as long as the Listing Mark is legible. The following is
suggested. (If only Canadian coverage is authorized, use only the
C-UL Symbol).

UL Symbol to the left and the C-UL Symbol to the right.

U wm= ()

Alternatively, the Canadian/US Mark may be used.. The UL Symbol with
"C” to the left and “US” to the right.

@)
LISTED

PTIOOUCY DENTTY
o

XXXX = The control number assigned by UL, 51L3.

The minimum height of the registered trademark symbol ® shall be 3/64
of an inch. When the overall diameter of the UL Mark is less than 3/8
of an inch, the trademark symbol may be omitted if it is not legible
to the naked eve.

The product identity isg: "CHECK VALVE" or "DETECTOR CHECK VALVE®".

The product identity may be omitted if the Mark is directly and
permanently applied to the product by stamping, molding, ink-stamping,
silk screening or similar process. The product identity may appear
elsewhere on the product if the other three elements are part of the
nameplate which includes the rating or the catalog or model
designation.

Separable Listing Mark (not part of a nameplate and in the form of
decals, stickers or labels) will always include the four elements.

THIS PAGE IS TO BE REVISED RY FUS DEPARTMENT ONLY
s
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LISTING MARK

All elements of the Listing Mark will appear on the smallest unit
container in which the product is packaged when the product is of such
a size that only the Symbol(s) can be applied to the product or when
the product size, shape, material or surface texture makes it
impossible to apply any legible marking to the product.

The manufacturer may reproduce the Mark or obtain it from a UL
authorized supplier.

THIS PAGE IS TO BE REVISED BY FUS DEPARTMENT ONLY
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DESCRIPTION
PRODUCT CQOVERED:

UsL, CNL Model 90 wafer check valves in sizes 4, 6 and 8 in. for a
rated pressure of 250 psig.

UsSL Model 68 swing-check valve in the 4 in. size for a rated
pressure of 250 psig.

USL, CNL Mcdel 67 swingQCheck valve in the 4 in. size feor a rated
’ pressure of 250 psig (1720 kPa).

GENERAL CHARACTER:

The wvalves covered herein are swing-check valves, consisting of a
ductile iron body, a bronze clapper, a bronze seat ring and a stainless steel
spring and hinge pin.

Sealing is accomplished by an O-ring retained in a dovetail groove in
the seat ring. Acceptable O-rings are molded of:

Parker Nitrile "N&74-~-70"+ »
Dowty Corp. EPDM "2064"
Naticnal Nitrile "B46"+

Parco Nitrile "4200-70"+
International Nitrile "N470"+
GAPI Nitrile "KB"+

+ - UL Component Recognized Seal Rings for Valves (HMYY2!
The Model &7 check valve has grooved ends intended for Listed rubber-
gasketed fittings, and the Model 68 valwe has NPT threaded ends or a threaded

inlet and grooved outlet.

The check valves are intended for installation im either the horizontal
or vertical position. v

ENGINEERING CONSIDERATIONS (NOT FOR FIELD REPRESENTATIVE'S USE):

CNL indicates investigation to Canadian requirements.

&'



