12 Laboratory Drive

P.O. Box 13995

Research Triangle Park
North Carolina 27709-3995
(919) 549-1400

Underwriters Laboratories In¢.e

File EX3458 Vol 1 Issued 05/02/1981
Revised 06/20/2002

FOLLOW-UP SERVICE PROCEDURE
{TYPE R)

GATE VALVES
(HMRZ , HMRZ7 )

Manufacturer: UNITED BRASS WORKS INC
(728811-001) 714 S MAIN ST
RANDLEMAN NC 27317

Applicant: SAME AS MANUFACTURER
(728811-001)

Listee: SAME AS MANWUFACTURER
(728811-001}

This Procedure authorizes the above Manufacturer to use the marking specified by
Underwriters Laboratories Inc¢. only on products covered by this Procedure,
in accordance with the applicable Follow-Up Service Agreement.

The prescribed Mark or Marking shall be used ortly at the above manufacturing location
on such products which comply with this Procedure and any other applicable
requirements.

The Procedure contains information for the use of the above named Manufacturer and
representatives of Underwriters Laboratories Inc. and is not to be used for any other
purpose. It is lent to the Manufacturer with the understanding that it is not to

be copied, either wholly or in part, and that it will be returned to Underwriters
Laboratories Inc. upon reguest.

This PROCEDURE, and any subsequent revisions, is the property of UNDERWRITERS
LABORATORIES INC. and is not transferable.

UNDERWRITERS LABORATCRIES INC.

ﬁ,y/{é/

A.W. Schaefer
Vice President and General Manager
Laboratory Management and Operations

A not-for-profit organization
dedicated to public safety and
committed to quality service
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(FILE IMMEDIATELY AFTER AUTHORIZATION PAGE)

PROCUREMENT :

All Listing Marks must be obtained from a supplier
authorized by Underwriters Laboratories Inc., unless the Listing
Mark is molded, cast, die-stamped, rubber stamped, silk screened,
or reproduced by the manufacturer himself.

COMPOSITION & ELEMENTS:

l. UL in Cirecle symbol

2. The word "LISTED"

3. The assigned Control Number(s): 24G5

4, Product identity. Consists of the following:

FIRE MAIN GATE VALVE

symbol on valves 3/4 in. or smaller; complete mark on
valves larger than 3/4 in. and on smallest packaging for valves
3/4 in. and under. If the first 3 elements are directly applied
to the product by die-stamping, ink-stamping, silk screening,
molding, etching or similar processes, or if they are part of a
name-plate which includes either the rating or the catalog or
model designation, the product identity may appear elsewhere on
the product.

Minimum size is not specified, as long as the Listing Mark
is legible. The first 3 elements must be in close proximity.

APPLICATICN:

For use on Listed products only. Not to be used on
Recognized Components.

The Listing Mark, when used by the manufacturer, shall
consist of the above elements and shall appear on the product.

SEPARABLE LISTING MARK:

If separable Listing Marks are employed, all four elements
are required to be part of that sticker, 1label, decal, ete. (A
separable Listing Mark is one which bears only the Listing Mark
information, and is separately applied.)

HMRZ  THIS PAGE IS TO BE REVISED BY FUS DEPARTMENT ONLY
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DESCRIPTION

PRODUCT COVERED:

* USL, CNL Fig. 18 bronze 0S&Y gate valves in sizes 1 through 2 in.

GENERAL:

These valves are intended for use in water piping of fire protection
equipment where the working pressures do not exceed 175 psig (1210 kPa).

MARKING:

Each valve shall bear the following: IListee’s name, nominal size of
valve, model designation, year of manufacture, and rated working pressure cast
on the wvalve.

*ENGINEERING CONSIDERATIONS (NOT FOR FIELD REPRESENTATIVE'S USE):

CNL indicates investigation to Canadian requirements.



